ENDURO PRODUCTS

Manufacturer's Name: Enduro Products
Address: 1133 N. Patt Street

Anaheim, CA 92801

Emergency Phone: 714-526-5898
Web address: www.endurokote.com
Date of Revision: 10 — 14- 2010

Section 1

Trade Name:

Section 2

Hazardous Components:

Hazardous Components:

Section 3

Boiling Point: ND
Vapor Pressure: ND
Vapor Density: ND
Solubility in Water: <1%

Section 4

Flash Point: NA
Flammability Limits: NA

Extinguishing Media: NA
Special Fire Fighting Procedures: NA

MATERIAL SAFETY DATA SHEET

Identification

Enduro-Kote EKC Cementitious Mix EKC Gray or White
Enduro-Dek Colored Cementitious Mix ~ Enduro-Dek

Hazardous Ingredients / Identity Information

Portland Cement (CAS 65988-15-1) OSHA PEL: 50 Mppcf
ACGIHTLV: 10mg/m3-TWA

Silica Sand (CAS 65988-15-1)

OSHA PEL: O.Img/m3 (Respirable Dust); 0.3mg/m3 (Total Dust)
ACGIH TLV: G.Img/m3 (Respirable Dust)

Physical and Chemical Characteristics

Specific Gravity: 2.5

Melting Point: ND

Evaporation Rate: ND

Appearance and Color: Gray, White,
Mushroom, Saltillo, Sauterne,
Parchment, Cinnamon, Limestone,
Sand Beige, Copper Beech and Slate
Grey.

Fire and Explosion Hazard Data

Unusual Fire and Explosion Hazards: NA

Section 5

Reactivity Data
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