ENDURO PRDDUCTS

MATERIAL SAFETY DATA SHEET

Manufacturer's Name: Enduro Products
Address: 1133 N. Patt Street

Anaheim, CA 92801

Emergency Phone: 714-526-5898
Web address: www.endurokote.com
Date of Revision: 10 — 14- 2010

Section 1

Trade Name:

Section 2

Chemical Name:
Chemical Family:

Identification

ELA-98 Binder (Enduro-Lastic)

Hazardous Ingredients / Identity Information

Mixture

Acrylate Copolymer Dispersion

Styrene

ACGIH TLV STEL 40 PPM
TWA 20 PPM

OSHA PEL CEIL 200 PPM

STEL 600 PPM
TWA 100 PPM
2-Propenoic Acid, BUTYL E
ACGIH TLV TWA 10 PPM
Polymer: PEL/TLV NOT ESTABLISHED
Water: PELTLV NOT ESTABLISHED

Product may contain Ethyl Acrylate Residual Monomer and other Acrylate Monomers at less than 0.2%
by weight of the total product. The remaining components are trade secret.

Section 3

Form/Appearance:

Color:

Odor:

PH:

Boiling Point:
Freezing Point:
Specific Gravity:

Solubility in Water:

Vapor Pressure:
Vapor Density:
Evaporation Rate:
Viscosity:

Physical and Chemical Characteristics

Aqueous Dispersion, Mobile Liquid
Milky White
Sweet Ester
7.0-10.0

212 F

Not Available
1.03-1.10
Miscible

18.6 — 23 millibars
ND

ND

ND

1



ENDURO PRODUCTS

Molecular Weight: ND

Section 4 Fire and Explosion Hazard Data

Flash Point: NA

Auto Ignition Temperature: NA
Flash Point Method: NA

Upper Explosion Limit (DEL): NA
Lower Explosion Limit (LEL): NA
Fire Hazard Classification: NA

Extinguishing Media: Use water fog, foam, CO2, or dry chemical extinguishing media.

Special Fire Fighting Procedures: Firefighters should be equipped with self-contained breathing
apparatus and turn out gear.

Unusual Fire and Explosion Hazards: There are no known unusual fire or explosion hazards.

Section 5 Reactivity Data

Stability: Stable

Incompatibility (Materials to avoid): Mineral Acids (i.e. sulfuric, phosphoric, etc.); Alkalis (i.e. sodium
or potassium hydroxide, etc.) Metal Salts will coagulate product.

Hazardous Decomposition or Byproducts: CO, CO2, NOx, Hydrocarbons, Acetic Acid, Aldehydes,
Acrolein. Irritating and Toxic Fumes at elevated temperatures.

Hazardous Polymerization: Will not occur.

Corrosive Properties: Not corrosive.

Oxidizer Properties: Not an oxidizer.

Conditions to Avoid: Maintain storage temperature at 10-30 degrees C.

Section 6 Health Hazard Data

Primary Routes of Entry: Inhalation: Yes Eyes & Skin: Yes Ingestion: Yes
Health Hazards:

Acute: Contact with the eyes and skin may result in irritation. Ingestion may cause gastric upset,
pain, diarrhea, lethargy. Inhalation of the vapors may result in respiratory irritation.

Chronic: There are no other known chronic effects associated with this material. Based on test data
and experience with similar products, it is believed that this is a low hazard material.
Contact with eyes and skin may cause irritation. Inhalation may result in respiratory
irritation. Ingestion may cause gastric disturbances.

Signs and Symptoms of Exposure (Acute Effects):
Contact with eyes causes mild irritation and discomfort. Ingestion may cause irritation or
discomfort in the stomach. Inhalation of vapors may cause irritation in the respiratory tract.

Signs and Symptoms of Exposure (Long Term Effects):







