ENDURO PRODUCTS

MATERIAL SAFETY DATA SHEET

Manufacturer's Name: Enduro Products
Address: 1133 N. Patt Street

Anaheim, CA 92801

Emergency Phone: 714-526-5898

Web address: www.endurokote.com
Date of Revision: 10 — 14- 2010

Section 1 |dentification
Trade Name: Enduro Flex, EFC-UL98 (Cementitious Powder)
Section 2 Hazardous Ingredients/Identity Information
Hazardous Ingredients: Portland Cement (DAS 65988-15-1) OSHA PEL:

50 Mppcf
ACGIH TLV: 10mg/m3-TWA
Silica Sand (CAS 01-4808-60-7)
OSHA PEL: 0.1mg/m3 (Respirable Dust) 0.3 mg/m3 (Total Dust)
ACGIH TLV: 0.1mg/m3 (Respirable Dust)

Hydroxypropyl Methycellulose (CAS 009004-65-3)
Sodium Chloride (CAS 007647-14-5)

Section 3 Physical /Chemical Characteristics
Boiling Point: ND Specific Gravity: 2.5

Vapor Pressure: ND Melting Point: ND

Vapor Density: ND Evaporation Rate: ND

Solubility in Water: <1%

Appearance and Odor: Gray Powder - No Odor

Section 4 Fire and Explosion Hazard Data
Flash Point: NA

Flammability Limits: NA

Extinguishing Media: NA

Special Fire Fighting Procedures: NA

Unusual Fire and Explosion Hazards: NA

Section 5 Reactivity Data

Stability—Stable
Incompatibility—Mineral Acids

Hazardous Decomposition or Byproducts—CO, CO2, Silicon Tetra Fluoride (With Hydrofluoric Acid)
Hazardous Polymerization—Will not occur
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Section 6 Health Hazard Data

Primary Routes of Entry: Inhalation: Yes Skin: Yes Ingestion: No
Health Hazards:
Acute: Portland Cement Mortar can dry the skin and cause alkali burns. Dust can
irritate the eyes and upper respiratory system.
Chronic: Dust can cause inflammation of the interior of the nose and eyes. Prolonged
exposure to dust over the TLV may cause scarring of lungs, and delayed lung
injury (Silicosis), possible cancer and respiratory hazard by inhalation.

Carcinogenicity: NTP—No IARC Monographs—No OSHA Regulated—NO
Signs and Symptoms of Exposure: Shortness of Breath, Coughing, Reddening of Eyes.
Medical Conditions Aggravated by Exposure: Hypersensitive Individuals may develop
allergenicdermatitis.

Emergency First Aid Procedures: Irrigate eyes with water, wash exposed skin areas with water,

remove patient to fresh air. If accidentally ingested, mortar may set and cause bowel obstruction
consult physician.

Section 7 Precautions for Safe Handling and Use

Released or spilled: Collect spills using dustless method, material can be returned to container for
later use. Wear appropriate respirator for silica dust when cleaning area. NIOSH designated
respirator.

Waste Disposal Method: Dispose of container and material residue in accordance with Federal,
State, and Local waste disposal regulations. Do not flush residue down drains.

Precautions to be taken in handling and storing: Eliminate exposure to dust. Use the appropriate
"NIOSH" designated respirator during application. If freshly mixed mortar gets into eyes or contacts
the skin, flush immediately with water and contact a physician (Immediately for eye contact).

Section 8 Control Measures

Respiratory Protection: "NIOSH" designated respirator for silica dust.

Ventilation: Local Exhaust: Yes Mechanical: NA Special: NA Other: NA
Protective Gloves: Rubber Recommended

Eye Protection: Tight fitting goggles in busy area

Other Protective Clothing: Barrier cream, boots and clothing should protect skin from dust and wet
mortar

Work/Hygienic Practices: Worker should shower with soap and water after working with mortar.

Material Safety Data Sheet Legend
NA—Not Applicable
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